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SPECIAL PROVISIONS
Ready Mix Concrete and Flowable Fill

Districts One and Two, Various Counties 

1.
These contracts are established to furnish Ready Mix Concrete and Flowable Fill – Low Strength, to the Kansas Department of Transportation (KDOT), District One and Two, at selected locations for use in concrete pavement patching and structure repair.

2.
Contract Period:  December 1, 2013 through November 30, 2014.  

3.
Termination of Contract:  The contract may be terminated under the following conditions:


A.  By the Procurement Officer, at any time, upon thirty (30) days written notice.


B.  By the Procurement Officer if the contractor does not satisfactorily perform the services as indicated in the specifications herein.  The agency must submit to the Office of Procurement & Contracts adequate documentation of unsatisfactory performance which shall include copies of correspondence to the contractor with a copy to the agency and be effective seven (7) days after the date of the notice.  IN addition, the State of Kansas reserves the unilateral right to terminate contracts to prevent unnecessary expense, waste of materials, manpower and facilities.

4.
Quantities:  The quantities indicated herein are estimated.  The quantities purchased will be those quantities actually required.  

5.
Delivery:  To be delivered on order of the District Engineer or the authorized representative to the location(s) as listed on the Schedule of Prices.

6.
Pricing:  Price of the Ready Mix and Flowable Fill will remain firm throughout the contract period.

7.
Specifications:  


District One Concrete:  The material shall be 8 sack, Type II air-entrained Ready Mix Concrete and shall be mixed with materials meeting KDOT quality requirements as indicated in the 2007 Edition, KDOT Standard Specifications for State Road and Bridge Construction, using Type II cement.  Slump at the jobsite shall not exceed 1 3/4".  Batching shall be done by a certified batcher and concrete will be accepted on the basis of certification that the concrete furnished is in compliance with the specifications.  The contractor shall furnish such certification.  An approved mobile batcher can be used with a factory-trained operator on a performance basis.


District Two Concrete:  All concrete mix designs shall conform to Section 401 of the 2007 KDOT Standard Specifications:


http://www.ksdot.org/burConsMain/specprov/2007/401.pdf

Batching shall be done by a certified batcher and concrete will be accepted on the basis of certification that the contract furnished is in compliance with the specifications.  The contractor shall furnish such certification.  An approved mobile batcher can be used with a factory-trained operator on a performance basis.


Pumpable, Flowable Fill mix design:


610 lbs. Cement


850 lbs. Pea Gravel (#4, 3/8”)


2120 lbs. Graded Sand


230 lbs. Water


Low strength & high strength flowable fill to be in accordance with Section 843 of the 2007 KDOT Standard Specification.

Link to KDOT Section 843:




[image: image1.emf]Section 843


8.
Orders and Payment:  Orders will be issued by telephone or Purchase Order throughout the contract period.  Payment will be made in the regular routine upon receipt of vendor's invoice submitted to the ordering location.

9.
Minimum order will be four cubic yards per order.

CONTRACTORS
Contract #38673
Contractor:
PENNYS CONCRETE INC.


23400 W 82nd Street



Shawnee Mission, KS   66227-2705



Vendor ID:  0000050239



FEIN:  480863404


Contact Person:  Chet Kueffer



E-Mail:  chkueffer@pennysconcrete.com


Local Telephone:  913-441-8781



Cellular Telephone:  NA



Fax:  NA

Additional cost for non-chloride set accelerator, if requested to be added to ready-mix:  $   5.00     /% of accelerator per cubic yard.

Additional cost if less than 4 cubic yard load is ordered:  $   60.00   /per load.

Additional cost per cubic yard for “Winter Service”, November 1 through March 31:  $   4.50   /cubic yard.

Charge per mile for deliveries outside of the designated radius:  $    2.50   /mile
Contract #38674

Contractor:
KANSAS SAND & CONCRETE INC.


531 NW Tyler Street



Topeka, KS   66608-1563



Vendor ID:  0000047430



FEIN:  480693463



Contact Person:  Scott Toman



E-Mail:  scott.toman@kansassand.com 



Toll Free Telephone:  800-392-4577

Local Telephone:  785-235-6284



Cellular Telephone:  NA



Fax:  785-235-0893

Additional cost for non-chloride set accelerator, if requested to be added to ready-mix:  $   6.85     /% of accelerator per cubic yard.

Additional cost if less than 4 cubic yard load is ordered:  $   100.00   /per load.

Additional cost per cubic yard for “Winter Service”, November 1 through March 31:  $   4.50   /cubic yard.

Contract #38675

Contractor:
MIDWEST CONCRETE MATIERALS INC.


PO Box 668



701 S 4th Street 



Manhattan, KS   66505-0668



Vendor ID:  0000047170



FEIN:  480678979



Contact Person:  Matthew Eichman



E-Mail:  eichmanm@4mcm.com  



Local Telephone:  785-776-8811



Cellular Telephone:  NA



Fax:  785-776-1816

Additional cost for non-chloride set accelerator, if requested to be added to ready-mix:  $   6.00     /% of accelerator per cubic yard.

Additional cost if less than 4 cubic yard load is ordered:  $   50.00   /per load.

Additional cost per cubic yard for “Winter Service”, November 1 through March 31:  $   4.00   /cubic yard.

Charge per mile for deliveries outside of the designated radius:  $    0.50   /per mile per Ton
Contract #38676

Contractor:
H & P INC.



dba Abilene Concrete Supply


PO BOX 93



Abilene, KS   67410-0093



Vendor ID:  0000056728



FEIN:  481128808



Contact Person:  Michael Parsons



E-Mail:  acs@eaglecom.net  



Toll Free Telephone:  800-559-4183



Local Telephone:  785-263-4183


Cellular Telephone:  785-263-5908


Fax:  785-263-2680
Additional cost for non-chloride set accelerator, if requested to be added to ready-mix:  $   5.00     /% of accelerator per cubic yard.

Additional cost if less than 4 cubic yard load is ordered:  $   35.00   /per load.

Additional cost per cubic yard for “Winter Service”, November 1 through March 31:  $   4.00   /cubic yard.

Charge per mile for deliveries outside of the designated radius:  $    3.50   /mile
Contract #38677
Contractor:
MCPHERSON CONCRETE PRODUCTS INC.


PO BOX 369


McPherson, KS  67460-0369


Vendor ID:  0000053061


FEIN:  480987996


Contact Person:  Jerry Linn


E-Mail:  jlinn@mcphersonconcrete.com 


Local Telephone:  620-241-4362


Cellular Telephone:  620-755-2765


Fax:  620-241-5254
Additional cost if less than 4 cubic yard load is ordered:  $   50.00   /per load.

Additional cost per cubic yard for “Winter Service”, November 1 through March 31:  $   5.00   /cubic yard.

Charge per mile for deliveries outside of the designated radius:  $   4.00   /mile
DISTRICT 1

SCHEDULE OF PRICES

8 SACK TYPE II

AIR-ENTRAINED READY MIX CONCRETE
	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Riley county:

Within a 30 mile radius of US-24 & K-177


	100
	$    99.50


	Midwest Concrete Materials

	Pottawatomie county:

Within a 30 mile radius of US-24 & K-99
	100
	$    101.00


	Midwest Concrete Materials

	Wyandotte county:

Within a 5 mile radius of I-435 & K-32
	100
	$    126.00
	Penny’s Concrete

	Wyandotte county:

Within a 5 mile radius of I-635 & I-70
	100
	$    126.00
	Penny’s Concrete

	Leavenworth county:

Within a 5 mile radius of US-73 & K-5
	100
	$    126.00
	Penny’s Concrete


DISTRICT 1

SCHEDULE OF PRICES

8 SACK TYPE II

AIR-ENTRAINED READY MIX CONCRETE

Shawnee, Jackson, Wabaunsee, & Jefferson counties:

	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Within a 15 mile radius of Jct. US-24 & US-75


	100
	$    107.25


	Kansas Sand & Concrete

	From 15.01 miles to 30.0 miles from Jct. K-4 & US-75
	100
	 $    126.75
	Kansas Sand & Concrete


DISTRICT 1

SCHEDULE OF PRICES

8 SACK TYPE II

AIR-ENTRAINED READY MIX CONCRETE
Johnson County:
	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Within a 5 mile radius of I-435 & I-35


	100
	$    126.00


	Penny’s Concrete

	Within a 5 mile radius of I-35 & I-635
	100
	 $    126.00
	Penny’s Concrete

	Within the urban limits of Shawnee Mission and Olathe
	100
	$    126.00
	Penny’s Concrete


DISTRICT 1

SCHEDULE OF PRICES

FLOWABLE FILL – LOW STRENGTH
Shawnee, Jackson, Wabaunsee and Jefferson Counties:
	FOB: Delivered to: 
	Estimated qty/CY
	Price per cubic yard
	Contractor

	Within 15 miles of Jct. US-24/US-75


	100
	$    63.45
	Kansas Sand & Concrete

	From 15.01 miles to 30.0 miles from 

Jct. US-24/US-75


	50
	$    82.95
	Kansas Sand & Concrete


DISTRICT 1

SCHEDULE OF PRICES

FLOWABLE FILL – LOW STRENGTH
Wyandotte and Leavenworth Counties:

	FOB: Delivered to: 
	Estimated quantity/CY
	Price per cubic yard
	Concrete

	Within a 5 mile radius of I-435 & K-32


	50
	$    68.90


	Penny’s Concrete

	Within a 5 mile radius of I-635 & I-70
	50
	$    68.90


	Penny’s Concrete

	Within the urban limits of Kansas City, Edwardsville and Bonner Springs
	50
	$    68.90
	Penny’s Concrete

	Within a 5 mile radius of US-73 & K-5
	50
	$    68.90
	Penny’s Concrete


DISTRICT 1

SCHEDULE OF PRICES

FLOWABLE FILL – HIGH STRENGTH
Riley and Pottawatomie counties:

	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Within 30 miles of  US-24 & K-177


	50
	$    74.65
	Penny’s Concrete

	Within a 30 mile radius of US-24 & K-99


	50
	$    76.40
	Penny’s Concrete


DISTRICT 1

SCHEDULE OF PRICES

FLOWABLE FILL – PUMPABLE
Johnson & Wyandotte counties:

	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Within the urban limits of Shawnee Mission and Olathe, KS


	75
	$    122.00
	Penny’s Concrete

	Within the urban limits of Kansas City, Edwardsville and Bonner Springs


	25
	$    122.00
	Penny’s Concrete


DISTRICT 1

SCHEDULE OF PRICES

FLOWABLE FILL – PUMPABLE
Shawnee, Jackson, Wabaunsee & Jefferson counties:

	FOB: Delivered to: 
	Estimated quantity/CY
	Price per CY
	Contractor

	Within 15 miles of Jct. US-24/US-75


	75
	$    63.45
	Kansas Sand & Concrete

	From 15.01 miles to 30.0 miles from Jct. US-24/US-75


	50
	$    82.95
	Kansas Sand & Concrete


DISTRICT 2

SCHEDULE OF PRICES

Grade 4.0 (AE)

AIR-ENTRAINED READY MIX CONCRETE

Estimated
Price Per


Quantity in
Cubic


FOB- Delivered to:
Cubic Yards
Yard

Contractor



Dickinson County:

Within a 10 mile radius 








of I-70/K15 JCT
25
$    98.50
Abilene Concrete Supply


Geary County:

Within a 10 mile radius 








of I-70/US 77 JCT     
25
$    97.50
Midwest Concrete Materials


Chase County

Within a 10 mile radius



of US50/K177 JCT
25
$    114.00
Penny’s Concrete
McPherson County

Within a 10 mile radius



of I-135/US56 JCT
25
$    96.00
McPherson Concrete Products
McPherson County

Within a 10 mile radius



of US81B/K-4 JCT
25
$    98.00
McPherson Concrete Products
DISTRICT 2

SCHEDULE OF PRICES

Concrete Pavement (AE)


Estimated
Price Per


Quantity in
Cubic

FOB- Delivered to:
Cubic Yards
Yard
Contractor



Dickinson County:

Within a 10 mile radius 








of I-70/K15 JCT
25
$    102.00
Abilene Concrete Supply


Geary County:

Within a 10 mile radius 








of I-70/US 77 JCT     
25
$    97.50
Midwest Concrete Materials


Chase County

Within a 10 mile radius



of US50/K177 JCT
25
$    114.00
Penny’s Concrete
McPherson County

Within a 10 mile radius


of I-135/US56 JCT
25
$    98.00
McPherson Concrete Products
McPherson County

Within a 10 mile radius



of US81B/K-4 JCT
25
$    100.00
McPherson Concrete Products
DISTRICT 2

 SCHEDULE OF PRICES

Pavement (AE) High Early Strength

3000 psi within 24 hours


Estimated
Price Per


Quantity in
Cubic

FOB- Delivered to:
Cubic Yards
Yard
Contractor



Dickinson County:

Within a 10 mile radius 










of I-70/K15 JCT
25
$    126.00
Penny’s Concrete


Geary County:

Within a 10 mile radius 










of I-70/US 77 JCT     
25
$    99.50
Midwest Concrete Materials


Chase County

Within a 10 mile radius



of US50/K177 JCT
25
$    126.00
Penny’s Concrete
DISTRICT 2

SCHEDULE OF PRICES

Pavement (AE) High Early Strength

3000 psi within 24 hours


Estimated
Price Per


Quantity in
Cubic

FOB- Delivered to:
Cubic Yards
Yard
Contractor



McPherson County

Within a 10 mile radius


of I-135/US56 JCT
25
$    115.00
McPherson Concrete Products
McPherson County

Within a 10 mile radius



of US81B/K-4 JCT
25
$    115.00
McPherson Concrete Products
DISTRICT 2

SCHEDULE OF PRICES

Pavement (AE) High Early Strength

3000 psi within 4 hours


Estimated
Price Per


Quantity in
Cubic

FOB- Delivered to:
Cubic Yards
Yard
Contractor



Geary County:

Within a 10 mile radius 








of I-70/US 77 JCT     
25
$    151.90
Penny’s Concrete
McPherson County

Within a 10 mile radius

of I-135/US56 JCT
25
$    175.00
McPherson Concrete Products
McPherson County

Within a 10 mile radius

of US81B/K-4 JCT
25
$    175.00
McPherson Concrete Products
DISTRICT 2

SCHEDULE OF PRICES

FLOWABLE FILL – LOW STRENGTH

Estimated
Price Per


Quantity in
Cubic

FOB- Delivered to:
Cubic Yards
Yard
Contractor



Dickinson County:

Within a 10 mile radius 








of I-70/K15 JCT
25
$    68.90
Penny’s Concrete
Geary County:

Within a 10 mile radius 








of I-70/US 77 JCT     
25
$    52.50
Midwest Concrete Materials
Chase County

Within a 10 mile radius

of US50/K177 JCT
25
$    68.90
Penny’s Concrete
McPherson County

Within a 10 mile radius

of I-135/US56 JCT
25
$    80.00
McPherson Concrete Products
McPherson County

Within a 10 mile radius

of US81B/K-4 JCT
25
$    80.00
McPherson Concrete Products
_1441714651.pdf


843 - FLOWABLE FILL 


SECTION 843 
 


FLOWABLE FILL 
 
 
843.1 DESCRIPTION 
 Backfill the designated structures or excavations with flowable fill. 
 
 BID ITEM       UNITS 
 Flowable Fill (*)       Cubic Yard 
 *Low Strength or High Strength 
 
 
843.2 MATERIALS 


a. General.  Provide materials that comply with the applicable requirements. 
 


Fine Aggregate ......................................................................................................DIVISION 1100 
Cement and Fly Ash (approved for stabilization & cold recycle) .........................DIVISION 2000 
Water .....................................................................................................................DIVISION 2400 


 
The Engineer will approve the use of admixtures to achieve flowability and acceptable set time, based on 


performance. 
 
 b. Mix Design.  Design a flowable fill mixture that possesses adequate flow characteristics to fill all voids, 
and complies with the compressive strength and unit weight requirements shown in TABLE 843-1. 
 


TABLE 843-1:  REQUIREMENTS FOR FLOWABLE FILL MIXTURE 


 LOW-STRENGTH 
MIXTURE 


HIGH-STRENGTH 
MIXTURE 


3 Day Compressive Strength (minimum) 20 psi - 
7 Day Compressive Strength (minimum) - 50 psi 
28 Day Compressive Strength  100 psi (max) 1500 psi 
Unit Weight (maximum) 120 pcf - 


 
Obtain approval from the District Materials Engineer for the job mixture.  Supply 3 and 28 day compressive 


strength information for low-strength mixtures, or 7 and 28 day compressive strength information for high-strength 
mixtures, along with the mix design. 
 
 c. KDOT Assurance and Acceptance.  The Engineer will make test cylinders for each 100 cubic yards of 
flowable fill placed, and whenever the mixture is changed.  The cylinders will be made and tested according to 
DIVISION 2500.   


• For the low-strength mixture, 3 cylinders will be made. The 1st cylinder will be tested on the 3rd day.  The 
2nd cylinder will be laboratory cured and tested on the 28th day.  The 3rd cylinder will be laboratory cured 
and held in reserve to verify any questionable cylinder breaks. 


• For the high-strength mixture, 3 cylinders will be made.  The 1st cylinder will be tested on the 7th day.  
The 2nd cylinder will be laboratory cured and tested on the 28th day.  The 3rd cylinder will be laboratory 
cured and held in reserve to verify any questionable cylinder breaks. 


• The Engineer will test the unit weight a minimum of every 50 cubic yards of flowable fill placed. 
• The Engineer will accept the flowable fill based on the results of the compressive strength and unit 


weight tests, and visual inspection of the mixture placed on the project. 
 
 
843.3 CONSTRUCTION REQUIREMENTS 
 Place the flowable fill in the excavation so all voids around the structure or in the excavation are filled.   
 Place the flowable fill around structures in lifts preventing the buildup of excess hydrostatic pressure. 


800-96 







843 - FLOWABLE FILL 


Observe the weather limitations specified in DIVISION 400 when placing the flowable fill. 
 
 
843.4 MEASUREMENT AND PAYMENT 
 The Engineer will measure flowable fill placed in the specified locations by the cubic yard. 


Payment for "Flowable Fill" at the contract unit price is full compensation for the specified work. 


800-97 










