Contract ID:  38364/38371/38370/38373/38372/38376

38375/38374/38369/38368/38365/36366

EVT0002457 Page No. 5

SPECIAL PROVISIONS

Kansas Department of Transportation

Special Provisions

For Aggregates

(Ditch Lining, Aggregate for Base Construction, Rip-Rap, AB Special, Aggregate for Microsurfacing.) 

1.
This Contracts are established to provide Aggregate to the Kansas Department of Transportation (KDOT).

2.
The contract may be terminated by the Division of Purchases if the contractor does not satisfactorily provide aggregate as indicated in the specifications herein.  The agency must submit to the Division of Purchases adequate documentation of unsatisfactory performance, which shall include copies of correspondence to the contractor before a notice of termination will be issued.  The notice of termination will be in written form to the contractor with a copy to the agency and be effective seven (7) days after the date of the notice.  In addition, the State of Kansas reserves the unilateral right to terminate contracts to prevent unnecessary expense, waste of materials, manpower and facilities.  The contract may be terminated in whole or in part when the Contracting Officer deems the termination to be in the best interest of the State of Kansas.  A 30 day notice will be given to the contractor prior to such termination.

3.
INSURANCE AND LIABILITY:  The contractor's interest in all property herein described, if any, or any personal liability to him arising from this agreement to whatever extent shall be considered to be covered by applicable insurance by the contractor to the extent required.  Notwithstanding any language to the contrary, no interpretation shall be allowed to find the State of Kansas or any of its agencies responsible for loss or damage to personal property or to hold contractors harmless from any such occurrences.  Contractor(s) shall possess Workman's Compensation Insurance in the amount required by law.

4.
PRE-PRODUCTION MEETING:  Within 15 days after the contract has been awarded, a pre-production meeting may be arranged by the District Engineer with the Contractor to coordinate delivery procedures, arrange for material testing, or other related topics to this contract.

5.
CONTRACT PERIOD:  September 1, 2013, through November 30, 2014.

6.
QUANTITIES:  The contract is of the "open-end" type.  The contractor will deliver such quantities as may be ordered throughout the contract period.  Only those quantities actually required will be ordered.

Note:
The Kansas Department of Transportation agrees to purchase up to ± 10% of the estimated quantities of MRA material as indicated on the pricing pages.  This applies only to the MRA material as defined in Specification No. TS 95.9.

7.
DESTINATIONS:  Destinations are indicated in the Schedule of Prices, a part hereof.

8.
All aggregate priced by short ton (2,000 lb.) weight.

9.
PRICES:  Prices are indicated in the Schedule of Prices.  All delivered prices are F.O.B. Destination, freight paid by the contractor unless specified plant pick up by KDOT.

10.
All pricing guaranteed during the contract period. 

11.
DELIVERY BY CONTRACTOR:  The District Engineer or his designated representative will periodically issue purchase orders for aggregate with the contractor as needs arise.  At the time the purchase order is placed, the date, time and location for delivery will be specified and agreed upon.  Telephoned purchase orders will be confirmed by Purchase Order.

If the aggregate is not delivered by the date and time agreed, the Contractor may be charged liquidated damages as explained herein.

When the Contractor has started delivery, he will be required to deliver the material at a rate of not less than 250 tons per consecutive working day or the designated quantity to each delivery location specified on the purchase order(s).  The contractor may discontinue delivery to any location provided he has notified the District Engineer of his intentions to stop delivery at least 24 hours in advance, and he has agreed to the discontinuance.  If the Contractor does not deliver at the rate of 250 tons per working day, he may be charged liquidated damages as explained herein.  All deliveries will arrive at the destination within the hours agreed upon the Contractor and District Engineer.  The point of delivery will be open for delivery a minimum of eight (8) hours a day if the contractor is delivering that many hours per day.  Deliveries will not be accepted during hours other than those hours that have been mutually agreed upon by the contractor and KDOT.

12.
STOCKPILE OF MATERIAL:  The material is to be stockpiled as directed by the District Engineer.  The use of belly-dump trucks will not be permitted without prior approval from the District Engineer.

13.
DELIVERY BY STATE EQUIPMENT:  The State reserves the right to purchase and haul aggregate by trucks furnished by the State from the supplier's plant.  The District Engineer or his representative will telephone or otherwise notify the contractor prior to the departure of the truck.

14.
LIQUIDATED DAMAGES:

(a)
Liquidated Damages will be treated not as a penalty, but as a fixed, agreed and liquidated damage to the State by reason of interference with business, added cost, administrative and testing expense.

(b)
Should the contractor fail to make delivery of 250 tons per working day, or the designated quantity to each destination specified in purchase orders, the State may retain $50.00 for each possible working day that at least 250 tons were not delivered.  A working day as defined herein (Para. 17).  Liquidated Damages will be deducted from the purchase authority prior to being processed for payment.  The State reserves the right to waive all or any part of such liquidated damages.

(c)
Should the contractor fail to complete delivery by the date specified, the State may retain ten cents ($.10) per ton per calendar day on the undelivered portion of the order, beginning the day following the delivery date and continuing until the delivery is completed.

(d)
Example of Liquidated Damages:  A location has placed a purchase order for 1,000 tons of material.  The Contractor had delivered only 850 tons at the end of the date specified the material was to be delivered, leaving 150 tons yet to be delivered.  150 ton multiplied by $.10 per ton equals $15.00.  The State will retain $15.00 per calendar day and continuing until the delivery is completed.

15.
DEFAULT OF DELIVERY:  In the event a contractor fails to make delivery as specified herein, or consistently fails to deliver at the rate of 250 tons per working day, the State reserves the right to cancel any such unfilled orders and to purchase such material from the nearest available source in the manner as stipulated herein OR demand of the contractor's surety that the surety proceed in place of the contractor to complete the delivery of the material on the contract is in accordance with the terms and provisions.  The contractor in such case, gives his full consent that the completion of the contract shall be undertaken and performed by the surety and the surety will complete said contract, whichever is deemed to be in the best interest of the State.  Any additional cost to the State may be collected from the contractor.  The contractor will not be held liable for failure to ship within the stipulated time when his inability to ship is caused by an Act of God, State or Federal Government Order or Regulation, War, Insurrection, Riot, Fire, Strike, or any other cause beyond the reasonable control of such party, provided notice of such condition is given to the Department of Transportation with reasonable promptness.

16.
*A working day shall be any day upon which the contractor can physically and legally prosecute the work and shall be counted as provided in Section 108 of the Standard Specifications for State Road and Bridge Construction, current edition.

17.
PLANT PRICES:  The unit price per ton for material loaded into trucks furnished by the State, F.O.B. the supplier's plant, as shown on the Contractors list.  The State reserves the right to accept or reject the price for use as outlined below:

(a)
If the material is to be hauled by trucks furnished by the State to a destination where a truck delivered contract price has been established, it shall be purchased from the contractor for that destination and at the rate per ton established as the plant price.

(b)
If the material is to be hauled by trucks furnished by the State to a destination where a delivered contract price has been established for railroad cars, it shall be purchased from the contractor for that destination at the plant price.

(c)
If the material is to be hauled by trucks furnished by the State to a destination not under contract, unlisted in the Schedule or Prices, it shall be purchased from the supplier nearest to the unlisted destination, at the plant price quoted.  An unlisted destination is defined as a point or an area five (5) miles or more from a listed destination.

(d)
If the material is to be hauled by the contractor to a destination not under contract, the delivery price will be determined by deducting the plant price from the delivered price to the nearest listed destination, then dividing the difference by the miles hauled via the most direct hard surfaced route to determine the cost of haul per mile.  The cost of haul per mile shall be applied to the plant price, the haul mile multiplied by the rate per mile to the unlisted destination to determine the delivered price.

18.
SPECIFICATIONS:

AB-Special shall be in accordance with Specification for  AB-Special, DISTRICT 2, SALINA, KS.


Aggregate for Ditch Lining to be in accordance with 2007 KDOT Specifications for State Road and Bridge Construction, Section 1114 and current revisions.


Aggregate for Base Construction, to be in accordance with Section 1104 of the 2007 Kansas Department of Transportation Standard Specifications For State Road and Special Provision 07-11005-R1.


Aggregate for Rip Rap to be in accordance with 2007 KDOT Specifications for State Road and Bridge Construction, Section 1114 and current revisions.

Aggregate for Cover Material to be in accordance with Section 1108 of the Kansas Department of Transportation Standard Specifications For State Road And Bridge Construction, 2007 Edition, and current revisions.

Aggregate for Microsurfacing to be in accordance with Section 1109 of the Kansas Department of Transportation Standard Specifications For State Road And Bridge Construction, 2007 Edition, and current revisions.

AS-1 aggregate to be in accordance with Kansas Department of Transportation Standard Specifications (Section 1113)

KDOT District Specifications for Aggregate can be located at the following link:

http://da.ks.gov/purch/adds/EVT0002457-Specifications.zip 
19.
METHOD OF MEASUREMENT:  Method of measurement will be in accordance with Section 109, of the Kansas Department of Transportation Standard Specifications for State Road and Bridge Construction, 2007 Edition, with the following exceptions:

(a)
All aggregate is to be delivered by weight, unless by volume is approved by the District Engineer.  When aggregate is measured by volume, the hauling vehicle shall be approved and measured at the point of delivery.  The Engineer may require loads to be leveled at the point of delivery.

(b)
Deduction for moisture content above amounts listed below will be made when delivery is by weight:

MRA containing crushed materials - 
5%

MRA containing no crushed materials -
3%

Amount of deduction to be made:

Moisture above maximum by 2% or less -deduct 1.5%

Moisture above maximum by 2% to 4%  - deduct 3.5%

Moisture above maximum by 4% to 6%  - deduct 6%

The Engineer will run sufficient moisture tests in accordance with Kansas Test Method KT-11, to assure the average moisture content of the pile is known at the time of hauling to the designated delivery point.

20.
LEASED PITS:  The State reserves the right to continue to produce and haul aggregates with its own equipment from pit locations leased by the Department of Transportation for that purpose when the District Engineer deems it necessary and advantageous to do so.

21.
SPECIAL AND OTHER AGGREGATES:  In the event aggregates not listed in the Schedule of Prices are required, the State will solicit bids and purchase outside the terms of this contract.

22.
PAYMENT:  Payment will be made in regular routine upon presentation of invoice(s) submitted to the address as instructed on the order.  The Purchase Authority number must be referenced on the invoice.

23.
Price Adjustment:  Aggregate Pricing will be adjusted weekly based on the Average Retail On-Highway Diesel pricing for the Midwest region posted on the Energy Information Administration Website:


http://tonto.eia.doe.gov/oog/info/wohdp/diesel.asp
If the price of fuel increases or decreases $ 0.10 per gallon, the price of aggregate will increase or decrease $ 0.05 per ton accordingly.  Adjustments will be made in $ 0.05 increments.


The starting point is $ 3.821 per gallon.


Fuel adjustment allowances must be reflected as a separate line item on each invoice.


The order date, not the delivery date, will be the basis for the adjustment.

PRICE SCHEDULE - DISTRICT TWO

AB SPECIAL
	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST. TONS
	PRICE

PER TON
	CONTRACTOR

	Clay
	5 mi S of Clay Center on K-15
	2102
	450
	$ 13.05
	7

	
	1 mi W of Jct K-9/K-15 on K-9
	2104
	300
	$ 14.50
	7

	Cloud
	1.5 mi E of Clyde on K-9
	2214
	1000
	$ 16.09
	7

	
	1 mi E of Jamestown on K-28
	2217
	1000
	$ 18.69
	2

	Dickinson
	KDOT Yard Abilene, KS, Jct. K-15/I-70
	2120
	800
	$ 14.65
	7

	
	Jct. K-4/K-15, Elmo, KS
	2121
	1000
	$ 15.54
	11

	
	2 mi E & 1 mi S of Navarre on K-43
	2122
	800
	$ 14.86
	3

	
	N Edge of Woodbine on K-209
	2123
	400
	$ 13.77
	3

	Ellsworth
	1 mi S of Ellsworth on K-156
	2402
	800
	$ 22.70
	10

	
	1 mi W of Jct K-4/K-141 on K-4
	2404
	300
	$ 24.01
	3

	
	5 mi N of Jct K-141/K-4 on K-141
	2406
	200
	$ 23.19
	3

	Geary
	KDOT Yard,  Junction City, KS
	2137
	800
	$ 14.40
	7

	
	10 mi SE of Jct K-57/I-70 on K-57
	2138
	400
	$ 15.75
	7

	
	1 mi S of Jct I-70/US-77 on US-77
	2139
	1500
	$ 14.40
	7

	Lincoln
	KDOT Yard, Lincoln, KS
	2415
	800
	$ 22.46
	3

	
	1 mi S of Hunter on K-181
	2416
	500
	$ 26.14
	10

	
	1 mi S of Jct K-188/K-181 on K-181
	2417
	800
	$ 20.72
	2

	Marion
	Jct. US-50/US-77, Florence, KS
	2321
	3000
	$ 10.75
	11

	
	1 mi N of Lincolnville on US-56
	2323
	5000
	$ 12.05
	11

	
	1.5 mi W of Jct US-56/US-77/K-150 on US-56
	2328
	3000
	$ 11.30
	5

	Jewell
	0.2 5 mi N of E Jct US-36/K-14 on K-14
	2236
	2000
	$ 23.60
	10

	McPherson
	KDOT Yard at Lindsborg, KS
	2421
	2500
	$ 18.45
	11

	Mitchell
	9 mi. S of Beloit on K-14
	2247
	2000
	$ 21.65
	10

	Morris
	2 mi W of Council Grove on US-56
	2352
	3000
	$ 15.65
	11

	Ottawa
	N. edge of Minneapolis on FAS 518
	2426
	500
	$ 19.42
	10

	Republic
	2 mi W of Norway on K-148
	2262
	1000
	$ 20.10
	2

	
	3.5 mi. W. of Jct. US-81/US-36 on US-36
	2263
	1000
	$ 21.10
	10

	Saline
	1.5 mi W of Gypsum on K-4
	2441
	200
	$ 18.11
	11

	Washington
	0.5 mi W of Barnes on K-9
	2151
	400
	$ 16.05
	7

	
	1.5 mi E of Washington on US-36
	2155
	250
	$ 16.55
	7

	
	1 mi S of Jct US-36/K-148 on K-148
	2156
	450
	$ 18.11
	7


DISTRICT TWO

  AGGREGATE FOR DITCH LINING D-50 (6”)

	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST.

TONS
	PRICE

PER TON
	CONTRACTOR

	Dickinson
	Jct K-4/K-15 at Elmo
	2121
	250
	$ 24.17
	11

	Washington
	1.5 mi. E of Washington, KS on US-36
	2155
	250
	$ 26.75
	7


DISTRICT FIVE

AGGREGATE FOR BASE CONSTRUCTION

AB-3 AGGREGATE

	COUNTY
	STOCKPILE LOCATION
	ITEM

NO.
	EST. TONS
	PRICE

PER TON
	CONTRACTOR

	Barber
	4 mi. E Medicine Lodge on K-160
	5143
	2900
	$ 20.90
	8

	Butler
	KDOT Mixing Strip, 2 mi W of El Dorado K-196
	5213
	4000
	$ 10.85
	8

	Comanche
	KDOT Yard, Coldwater, KS
	5160
	1000
	$ 27.08
	6

	Edwards
	1.5 mi. W Kinsley, KS on US-50
	5122
	500
	$ 27.85
	8

	Cowley
	6 mi. W Arkansas City on US-166
	5311
	500
	$ 12.00
	1

	
	3 mi. E Cambridge on US-160
	5312
	400
	$ 10.10
	1

	
	2 mi. E of Udall on K-15
	5314
	400
	$ 12.10
	8

	Kingman
	2.5 mi S Kingman, KS on K-14
	5151
	1500
	$ 16.55
	8

	
	2 mi S Rago on K-14
	5334
	250
	$ 17.03
	8

	Harvey
	KDOT Mixing Strip, Jct. K-151/I-35
	5221
	3000
	$ 13.85
	8

	Harper


	KDOT Strip, 0.5 mi W Anthony, KS on US-160
	5332
	500
	$ 17.10
	8

	
	KDOT Strip, 1 mi E Harper on US-160
	5333
	500
	$ 17.10
	8

	Pawnee
	1.5 mi. S of Larned, KS on K-19
	5441
	1000
	$ 26.45
	8

	
	11 mi W of Larned on US-156
	5442
	750
	$ 27.05
	8

	Reno
	KDOT Yard, 1018 S. Halstead, Hutchinson, KS
	5230
	3000
	$ 16.76
	8

	Rice
	0.5 mi E of Lyons
	5422
	500
	$ 19.30
	5

	Rush
	0.5 mi N of LaCrosse
	5431
	500
	$ 29.85
	8

	Pratt
	2 mi. W of Pratt, KS on US-54
	5111
	700
	$ 20.85
	8

	Sedgwick
	K-254 & Rock Rd., Wichita, KS
	N/A
	500
	$ 11.05
	8

	Sumner
	1 mi W of Wellington on US-160
	5322
	1000
	$ 14.71
	1

	
	1 mi E Jct K-49 & US-160 on US-160
	5324
	500
	$ 15.80
	1


DISTRICT FIVE

AGGREGATE FOR DITCH LINING D-50 (4”)

	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST.

TONS
	PRICE

PER TON
	CONTRACTOR

	Sedgwick
	K-254 & Rock Rd., Wichita
	N/A
	100
	$ 24.68
	8


DISTRICT FIVE

AGGREGATE FOR DITCH LINING D-50 (6”)

	COUNTY
	STOCKPILE LOCATION


	ITEM NO.
	EST.

TONS
	PRICE

PER TON
	CONTRACTOR

	Barber
	4 mi E of Medicine Lodge on US-160
	5143
	300
	$ 32.88
	4

	Barton
	KDOT Yard, Great Bend
	5410
	250
	$ 37.78
	11

	Butler
	2 mi. W of El Dorado on K-196
	5213
	500
	$ 22.75
	8

	Comanche
	KDOT Yard, .5 mi E US-160/US-183
	5160
	100
	$ 41.00
	8

	Cowley
	2 mi. E. Udall on K-15
	5314
	250
	$ 23.33
	1

	Harvey
	Jct. I-135/K-15, N of Newton on K-15
	5221
	1000
	$ 23.59
	11

	Kingman
	2.5 mi S of Kingman on K-14
	5151
	500
	$ 31.20
	8

	Reno
	KDOT Yard, 1018 S. Halstead, Hutchinson
	5230
	1000
	$ 30.08
	11

	Sedgwick
	K-254 & Rock Rd., Wichita, KS
	N/A
	500
	$ 24.95
	8

	Sumner
	1 mi W of Wellington on US-160
	5322
	250
	$ 25.78
	6

	
	1 mi. E. E Jct. K-49/US-160 on US-160
	5324
	250
	$ 27.30
	6


DISTRICT FIVE

  Stone For Riprap, R-20 Light 18”

	COUNTY
	STOCKPILE LOCATION


	ITEM NO.
	EST.

TONS
	PRICE

PER TON
	CONTRACTOR

	Barber
	4 mi E of Medicine Lodge on US-160
	5143
	300
	$ 30.60
	8

	Sedgwick
	K-254 & Rock Rd., Wichita
	N/A
	100
	$ 19.65
	8


DISTRICT THREE

AGGREGATE AS-1

Material to be in accordance with Kansas Department of Transportation Standard Specifications (Section 1113). 

	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST.

TONS
	PRICE PER TON
	CONTRACTOR

	Ellis
	Mixing strip I-70, Exit 157 NW Quadrant
	3306
	500
	$ 32.89
	3

	Graham
	Mixing strip 3.3 mi E of Jct US-24/US-283
	3314
	500
	$ 47.21
	3

	Osborne
	Jct K-9/US-281 10 mi S of Smith Center
	3146
	2000
	$ 21.41
	2

	Rawlins
	KDOT Yard, Atwood
	3201
	250
	$ 49.85
	10

	Russell
	KDOT strip I-70, Exit 189 North.
	N/A
	500
	$ 27.40
	2

	Thomas
	Mixing strip 0.5 mi N of Oakley on US-83
	3410
	250
	$ 46.98
	3

	Trego
	KDOT Yard, Wakeeney
	3351
	500
	$ 39.50
	12


DISTRICT THREE

DITCH LINING D-50 (6”)
	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST.

TONS
	PRICE PER TON
	CONTRACTOR

	Osborne
	Jct K-9/US-281 10 mi S of Smith Center
	3146
	250
	$ 35.00
	12

	Rawlins
	KDOT Yard, Atwood
	3201
	200
	$ 47.00
	12

	Russell
	KDOT strip I-70, Exit 189 North
	N/A
	200
	$ 38.97
	6

	Thomas
	Mixing strip 0.5 mi N of Oakley on US-83
	3410
	200
	$ 49.50
	12


DISTRICT SIX

Aggregate For Aggregate Base Construction

AB-3 Aggregate

	COUNTY
	STOCKPILE LOCATION
	ITEM

NO.
	EST. TONS
	PRICE

PER TON
	CONTRACTOR

	Ford
	0.75 mi S of US-56 on US-283
	6313
	1000
	$ 30.04
	6

	Hodgeman
	2 mi W of US-283 on K-156
	6353
	1000
	$ 31.69
	6

	Ness
	0.5 mi W of US-283 on K-4
	6364
	2500
	$ 33.29
	5


DISTRICT SIX

AGGREGATE FOR MICROSURFACING

	COUNTY
	STOCKPILE LOCATION
	ITEM NO.
	EST.

TONS
	PRICE

PER TON
	CONTRACTOR

	Ford
	0.75 mi S of US-56 on US-283
	6313
	1500
	$ 26.75
	9


KDOT District

Specifications for Aggregate

DISTRICT TWO

1.
Aggregate for Maintenance Bituminous Repair shall be MRA-A, MRA-C or MRA-Z, and shall be in accordance with Specification No. TS 95.9, dated 7-11-00.

Aggregate for Shoulder Rock shall be AB-Special, and shall be in accordance with the Specification titled "Specifications For AB-Special".

Aggregate for Ditch Lining, 6” shall be in accordance with Section 1114 of the 2007 KDOT Standard Specifications.

DISTRICT THREE

1.
Aggregate for Maintenance Bituminous Repair shall be MRA-C or MRA-Z, and shall be in accordance with Specification No. TS 95.9, dated 7-11-00.

DISTRICT FOUR

2.
Aggregate Certification.  The producer shall provide certification as to the product meeting the specifications.  This certification shall be as shown in the following two (2) pages.  The gradation shall be noted and shall be provided as the material is first being delivered.  Certifications shall be at the onset of delivery and be required for each 500 ton increment and shall include any portion thereof.  KDOT reserves the right to perform random testing.

[image: image1.png]KANSAS DEPARTMENT OF TRANSPORTATION

Certification of Inspection of Maintenance Aggr. Type: Contract No. Purchase Authority No. LAB NO.
waacm& By, Stockpile Loc.

County. Contractor Storage Area No. County

Legal Descr. Address

Quality Report Sample LD. # tephone N For KDOT Use:

Sampled From: [J Production O Stockpile Telephone No. Certification Approved By: Title

Number of :
Tons O
Metric Tons []
CuYds OO
Cu Meters [
Represented

This is to certify that the above tested aggregate meets KDOT Specification No.

This also certifies that the aggregate described above was:  (check applicable boxes)

[0 Produced at the deposit location described.

[J  Loaded from tested stockpiles at the production site or from the plant while it was producing aggregate meeting the

applicable specification.

O Only tested aggregates were used to produce the mixture(s)
(type) delivered to State work.
Remarks
Sampled By: ID# Date,
Analysis By ID# Date

Copies To:

Date

Signed

Print Name

Title





[image: image2.jpg]DATE:
COMPANYNAME: -
- ADDRESS:

TELEPHONE:

Dear KDOT,
This is to certify that our recent shipment does meet KDOT specifications. See circled items
below for type of aggregate and specification requirements.

TYPE A¢ GATE SPECIFICATION REFERENCE

1. AIC: (A-Rock) (B-Sand) (C-Chat) (D-Slag) TS65.13

2. MRA:(A) B) (O) D) (B) (F)
3. AB:(1) @) (3) (4) (special)

EAs:(y @ Section 1113 of the 2007 Std. Specs.
1l

T8 959

Section 1104 of the 2007 Std. Specs.

Signature/ proper authority
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Specifications for Aggregate
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DISTRICT FIVE

AB-3 material shall be in accordance with Section 1104 of the Kansas Department of Transportation Standard Specifications For State Road And Bridge Construction, 2007 Edition, with the following exception:  Delete Note 2 of Table C – Gradation and plasticity of Aggregates for Aggregate Base Construction.  The fraction passing the No. 200 sieve shall not exceed ¾ of the fraction passing the No. 40 sieve.

Stone for Ditch Lining and Riprap to be in accordance with Section 1114 of the Kansas Department of Transportation Standard Specifications for State Road And Bridge Construction, 2007 Edition, with exceptions stated in Pricing Page.

4.
Stone for Cover Material to be CM-C and be in accordance with Section 1108 of the 2007 Kansas Department of Transportation Standard Specifications for State Road and Bridge Construction.

DISTRICT SIX

Aggregate for Maintenance Bituminous Repair shall be MRA-C or MRA-Z and 


shall be in accordance with Specification TS 95.9, dated 7-11-00.

Specification No.:  TS 95.9

Date:  7-11-00

Page 1 of 3

KANSAS DEPARTMENT OF TRANSPORTATION
SPECIFICATIONS

FOR

AGGREGATE FOR MAINTENANCE BITUMINOUS REPAIR

The following specifications shall apply to purchases of AGGREGATE FOR MAINTENANCE
 BITUMINOUS REPAIR for the Kansas Department of Transportation.  The State reserves the right to waive minor technicalities under this Specification.

1.0
DESCRIPTION:  Aggregate for Maintenance repair material shall consist of sand‑gravel, crushed stone or chat individually or in combination with stone screenings, sand, volcanic ash, slag aggregate or other approved finely divided types of mineral filler supplements which may be necessary to meet the requirements hereinafter specified.

1.1
Sand-gravel shall be a mixture of natural sand and gravel formed by the disintegration of siliceous and/or calcareous rocks, manufactured sand and chat sand. 

1.1.1
Natural sand shall consist of particles of aggregate resulting from the natural disintegration of siliceous and/or calcareous rocks.

1.1.2 
Manufactured sand shall be produced by crushing predominately siliceous sand and gravel.


1.1.3
Chat sand is the sand‑sized portion of chat which is produced by screening of the mine tailings or as a direct product of the lead and zinc milling operation.

NOTE:  Sand sizes as referred to herein shall be defined as conforming to the following grading requirements:

Retained on the 3/4” sieve



0%

Retained on the 3/8” sieve



0‑5%

Retained on the No. 16 sieve



5‑50%

Retained on the No. 200 sieve


90‑100%

1.2
Chat shall consist of material obtained during the mining of lead and zinc ores in the tri-state mining district.

1.3 
Crushed stone shall be produced by mechanically crushing limestone, sandstone, gravel or other types of stone which meets the quality requirements specified herein and is approved by the Engineer.

1.4
Crushed stone screenings shall be produced by crushing stone that meets the quality requirements for the specified stone.

Retained on the 1/2” sieve



0% 

Retained on the 3/8” sieve



0‑5% 

Retained on the No. 200 sieve


70‑100%

1.5
Wet bottom boiler slag (WBBS) shall be a boiler slag (ceramic aggregate) produced by burning coal in “wet bottom” boilers.  The slag shall be a hard, glass‑like material, meeting the approval of the Engineer.

Specification No.:  TS 95.9

Page 2 of 3

2.0
QUALITY REQUIREMENTS:

2.1
Wear:  The wear loss of aggregate from each individual source shall not exceed 40% when tested by the Los Angeles abrasion test method.  The wear loss of WBBS shall not exceed 60% when tested by the above method.

2.2
Soundness: The loss ratio of aggregate from each individual source shall be not less than 0.90 when subjected to the Standard Kansas Freeze‑Thaw Soundness Test.

Note:  The requirements for wear and soundness do not apply to sand‑gravel aggregate sources having less than 10% material retained on the No. 8 mesh sieve.

2.3
Deleterious Substances: Aggregates for maintenance repair material shall be free from alkali, acids, organic matter, coated particles, injurious amounts of clay or clay balls, or other foreign substances.  Other deleterious substances in the total combined aggregate shall not exceed the following percentages by weight.

2.3.1
Shale or shalelike material






2.0

2.3.2
Coal










0.5

2.3.3
Clay Lumps and friable particles






2.0

2.3.4
Any combination of soft friable rock, shale, shalelike, coal or 

lumps shall not exceed







4.0

2.4
The absorption of aggregate from each individual source shall not exceed 4.0%. 

Plastic Fines in Combined Aggregates (Sand Equivalent KT-55) shall be not less than 45%. The Sand Equivalent will be made early in the production on a sample of the combined material from a particular source(s).  If approved no further determination will be necessary as long as materials used and production methods remain essentially the same.

3.0
AGGREGATE DESIGNATION:  (MRA.*) (District*)

3.1
Maintenance Repair Aggregate Type A, (MRA‑A): This material shall be composed primarily of sand‑gravel and a mineral filler acceptable to the Engineer.  Mineral filler shall be that material which predominantly passes the 200 mesh sieve whether included in the sand‑gravel or added as an individual aggregate.

3.2
Maintenance Repair Aggregate Type B, (MRA‑B):  This material shall be composed primarily of chat but shall contain between 10 and 15% limestone screenings.

3.3

Maintenance Repair Aggregate Type C, (MRA‑C): This material shall be composed of crushed stone.  If the crushed stone is limestone or dolomite, it shall contain not less than 30% natural, manufactured or chat sand or WBBS.

Maintenance Repair Aggregate Type Z, (MRA-Z): This material shall be composed primarily of sand-gravel and a mineral filler and contain a minimum of 30% crushed stone : with a minimum of 15% natural sand.
Specification No.:  TS 95.9
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4.0
SIZE REQUIREMENTS:

4.1
The gradations for the total or combined aggregate for Maintenance Repair Aggregates shall conform to the requirements shown in the following table:

	Aggregate
	Percent Retained  -  Square Mesh Sieves

	Type
	3/4"
	1/2"
	3/8"
	No. 4
	No. 8
	No. 30
	No. 200

	MRA-A, 

B, C or Z
	0
	
	0-5
	
	
	80 Max.
	85-95

	MRA-C

(Dist. 5)
	0
	
	1-15
	14-45
	25-50
	60-75
	89-95

	MRA-Z 

(Dist. 6)
	
	0
	0-8
	18-39
	35-53
	60-80
	90-96


5.0
METHODS OF TEST:
5.1
Sampling Aggregates




KT‑1

5.2
Sieve Analysis of Aggregates



KT‑2

5.3
Percent Retained on the No. 200



Sieve by Wash Method




KT‑3

5.4
Plastic Fines in Combined Aggregate by








Use of the Sand Equivalent Test


KT-55

5.5
Coal






AASHTO  T113

5.6
Absorption





KT‑6

5.7
Clay Lumps and Friable Particles in Aggregate

KT‑7

5.8
Shale and Shalelike Material
 in Aggregate

KT‑8

5.9
Los Angeles Wear




AASHTO  T96

5.10
Soundness Test for Aggregates


KT-MR-21

Process Control Material Testing may be performed by KDOT at the point of local production at the 

request of the Vendor.  Process Control Material Testing will be tested in 250 ton increments.  Acceptance Material Testing will be performed at the point of delivery.  

KANSAS DEPARTMENT OF TRANSPORTATION

SPECIFICATION FOR AB-SPECIAL

DISTRICT 2, SALINA, KS.

Material to meet all requirements of Section 1104, of the 2007 KDOT Standard Specifications with the following revisions:

(a)
Composition

Add:  (4)
Type AB‑Special (Predominantly crushed limestone or dolomite).  The combined material for this grading shall consist of eighty‑five (85) percent or more material produced by the mechanical crushing of limestone or dolomite.

(b)
Quality

(4)  Specific Gravity (dry) minimum (By KT‑6 Proc. I) 2.15.

(c)
Product Control

(3)  The gradation shall be as follows:

Retained on the 2 inch sieve


0%

Retained on the 1 inch sieve


0  ‑  5%

Retained on the 3/4 inch sieve


5  ‑  40%

Retained on the No. 4 sieve


30  ‑  72%

Retained on the No. 40 sieve


60  ‑  90%

Retained on the No. 200 sieve


80  ‑  90% 

District Four

Contacts for information and to set up delivery schedules are:

Area One ----- Iola





Contact Person:

(For Allen, Bourbon, Greenwood and Woodson Counties)

Kansas Dept. of Transportation




Darrin Petrowsky, P.E.

1720 N. State St.





Area Engineer

Iola, Kansas   66749









Gary Ward

Phone:  620-365-2161





Area Maintenance Supt.

FAX:   620-365-2402    

Area Two ----- Garnett





Contact Person:

(For Anderson, Coffey, Franklin, Linn and Miami Counties)

Kansas Dept. of Transportation




Hugh Bogle, P.E.

507 N. Maple






Area Engineer

Garnett, Kansas   66032-1081









Kevin Ryan

Phone:  785-448-5446





Area Maintenance Supt.

FAX:    785-448-2486

Area Three ----- Independence




Contact Person:

(For Chautauqua, Elk, Montgomery and Wilson Counties)

Kansas Dept. of Transportation




Wayne R. Gudmonson

P.O. Box 884






Area Engineer

Independence, Kansas   67301-0884













Marcus Leck

Phone:  620-331-3760





Area Maintenance Supt.

FAX:    620-331-7017

Area Four ----- Pittsburg




Contact Person:

(For Cherokee, Crawford, Labette and Neosho Counties)

Kansas Dept. of Transportation




George Dockery, P.E.

P.O. Box 104






Area Engineer

Pittsburg, Kansas   66762-0104









Wayne Nelson

Phone:  620-231-7560





Area Maintenance Supt.

FAX:    620-231-1149
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1104/1106/1113
KANSAS DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISION TO THE

STANDARD SPECIFICATIONS, EDITION 2007

SECTION 1104

AGGREGATES FOR AGGREGATE BASE CONSTRUCTION

Page 1100-14, subsection 1104.2b.  Delete this subsection and replace with the following:

b. Quality1.

Soundness2, minimum (KTMR-21) 
0.85

Wear3, maximum (KTMR-25) 
50%

Specific Gravity (dry), minimum (KT-6, Procedure I) 
2.20

1Crushed aggregates with less than 10% material retained on the No. 4 sieve (excluding mineral filler supplements) must be produced from a source complying with the official quality requirements of this Section prior to crushing.

2The above requirements for soundness do not apply for aggregates having less than 10% material retained on the No. 4 sieve.

3The above requirements for wear do not apply to aggregates having less than 10% material retained on the No. 8 sieve.
Page 1100-14, subsection 1104.3.  Revise the P.I. of AB-3 (TABLE 1104-1) as follows:

	TABLE 1104-1:  GRADATION AND PLASTICITY OF AGGREGATES FOR AGGREGATE BASE CONSTRUCTION

	Type
	% Retained-Square Mesh Sieves
	P.I.
	Liquid Limit (Max.)

	
	2”
	1 ½”
	1”
	¾”
	3/8”
	No. 4
	No. 8
	No. 40
	No. 200
	
	

	AB-1  
	0
	0-10
	
	5-40
	
	35-75
	54-85
	78-95
	90-98
	0-6
	25

	AB-2*
	
	
	0
	
	1-35
	
	25-50
	60-75
	78-90
	1-6
	25

	AB-3**
	0
	0-5
	
	5-30
	
	35-60
	45-70
	60-84
	80-92
	1-8
	30

	*The fraction passing the No. 200 sieve shall not exceed 2/3 of the fraction passing the No. 40 sieve.

**The fraction passing the No. 200 sieve shall not exceed 3/4 of the fraction passing the No. 40 sieve.


07-11005-R1
Sheet 2 of 3

1104/1106/1113
07-11005-R1

SECTION 1106

AGGREGATES FOR GRANULAR BASE

Page 1100-18, subsection 1106.2b.  Delete this subsection and replace with the following:

b. Quality 1.

Soundness 2, minimum (KTMR-21) 
0.85

Wear 3, maximum (KTMR-25) 
50%

1Crushed aggregates with less than 10% material retained on the No. 4 sieve (excluding mineral filler supplements) must be produced from a source complying with the official quality requirements of this Section prior to crushing.

2The above requirements for soundness do not apply for aggregates having less than 10% material retained on the No. 4 sieve.

3The above requirements for wear do not apply to aggregates having less than 10% material retained on the No. 8 sieve. 

Page 1100-19, subsection 1106.3.  Delete this subsection and replace with the following:

1106.3 TEST METHODS


Test aggregates according to the applicable provisions of SECTION 1115. 
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 SECTION 1113

AGGREGATES FOR SHOULDER CONSTRUCTION

Page 1100-33, subsection 1113.2c.(1).  Revise the P.I. of AS-1 (Table 1113-1) as follows:

	TABLE 1113-1:  GRADING AND PLASTICITY REQUIREMENTS FOR AGGREGATES FOR SHOULDER CONSTRUCTION

	Type
	Percent Retained - Square Mesh Sieves
	P.I.
	L.L.3 (Max)
	Ratio4 (Max)

	
	2”
	1½”
	¾”
	3/8”
	No. 4
	No. 8
	No. 40
	No. 200
	
	
	

	AS-1
	0
	0-5
	5-30
	
	35-60
	45-70
	60-84
	80-92
	1-81
4-82
	30
	3/4

	1Crushed Limestone or Dolomite

2Crushed Sandstone

3Liquid Limit

4Ratio of percent passing the No. 200 sieve to the percent passing the No. 40 sieve.


10-27-08 M&R (CFN)

Jan-09 Letting

Contractors
Vendor

No.
Name
Plant Price





01.  
Contract ID:  
38365


A-Plus Logistics, LLC, d.b.a. A-Plus Trucking  



3134 S. West St.
     
Wichita, KS   67217


Telephone:  316-945-5757 or 800-728-0457



Cell:  316-655-4232


Fax:  316-942-7587



Contact Person:  John Jacobsen


E-Mail: mary@aplusllc.com 


Vendor ID:  0000394175
02.
Contract ID:  
38370


Alsop Sand Company, Inc.




105 Industrial Road




Concordia, KS   66901




Telephone:  785-243-4249


Fax:  785-243-4255


Contact Person:  Dane Barclay 


E-Mail:  alsop@nckdirect.com 



Vendor ID:  0000048997
03.
Contract ID:  
38368


Gary Johnson Trucking, Inc.



2100 E. Schilling




Salina, KS   67401



Telephone:  785-827-9702



Cell:785-493-4837



Fax:  785-827-2787



Contact Person:  Pam Johnson or Gary Johnson


E-Mail:  P_Johnson52@hotmail.com 



Vendor ID:  0000055254

04.
Contract ID:  
38375


Cornejo & Sons, LLC


2060 E. Tulsa




Wichita, KS   67216



Telephone:  316-522-4596



Fax:  316-522-8187



Contact Person:  Steven Hatfield



E-Mail:  shatfield@cornejomaterials.com 
AB-3 
$9.84 Ton



Vendor ID:  0000052279

3300 S. Hydraulic, Wichita, KS
Vendor

No.
Name
Plant Price





05.   
Contract ID:  
38364


Robinson Trucking



915 Marion


Florence, KS   66851



Telephone:  620-878-4211 



Cell:  620-382-7411


Fax:  620-878-4298


Contact Person:  Kevin Robinson



E-Mail:  cityclerk@florenceks.com 


Vendor ID:  0000057345
06.
Contract ID:  
38374


APAC - Kansas, Inc.
         Shears Division



PO Box 1605



1600 North Lorraine, Suite 1


Hutchinson, KS   67504
Additional Quantities of Ditch Lining 


Telephone:  620-662-3307
40 days lead time



Fax:  620-662-3181



Contact Person:  Rod Jerrick




E-Mail:  rjjerrick@apac.com 




Vendor ID:  0000154586


07.   
Contract ID:  
38366



Bayer Construction Company, Inc.
AB-Special
$ 9.65   Ton


P. O. Box 889

Martin Quarry – 12 miles SE of Clay Center


Manhattan, KS   66505-0889



Telephone:  785-776-8839

$ 10.75 Ton



Fax:  785-776-8968
Kansas Falls Quarry – 1.5 miles S. of I-70, Exit 290


Contact Person:  Neil W. Horton



E-Mail:  neilh@bayerconst.com

$ 9.60 ton


Vendor ID:  0000046433
Hayden Quarry – 2 miles S. of Zeandale





Additional quantities of Ditch lining – 10 days ARO
08.
Contract ID:  
38371


Martin Marietta Materials
AB-3
$ 7.85


7160 SW Diamond Rd.
August Plant


Augusta, KS  67010


Telephone:  316-775-5458


Cell:  316-259-6900



Fax:  316-775-0329



Contact Person:  Rod Setchell




E-Mail:  rod.setchell@martinmariett.com




Vendor ID:  0000152585

09.
Contract ID:  
38373


Klotz Sand Co., Inc.


PO Box 150



Holcomb, KS  67851


Toll Free Telephone:  800-205-6915



Local Telephone:  620-277-2627



Fax:  620-277-0505
Additional quantities of Micro surfacing 5 days ARO


Contact Person:  Christie Klotz



E-Mail:  klotzsand@yahoo.com 



Vendor ID:  0000059811
Vendor

No.
Name
Plant Price





10.  
Contract ID:  
38372


Eric Dunstan Trucking LLC



503 N. Broadway


Beloit, KS  67420


Telephone:  785-738-8275



Cell:  785-738-8275



Fax:  785-738-4842


Contact Person:  Eric Dunstan


E-Mail:   dusntantrucking@gmail.com 


Vendor ID:  0000370018
11.
Contract ID:  
38369


Harshman Construction, LLC


1648 F P Road





Cedar Point, KS  66843




Telephone:  620-274-4377
AB-Special
$ 8.80 Ton



Cell:  620-341-3529




Fax:  620-274-4245
AB-3
$ 8.80 Ton


Contact Person:  Katie Mayes


E-Mail:  harshman1@fairpoint.net  
Additional quantities of Ditch Lining – 30 Days ARO


Vendor ID:  0000056852
12.
Contract ID:  
38376


Levin Construction, Inc.




305 N. Adams


Kensington, KS  66951-9751



Telephone:  785-476-2686



Fax:  785-476-2687 





Contact Person:  Shawn Levin



E-Mail:  splevin@ruraltel.net 



Vendor ID:  0000058825

